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AccuMAX™ XRP-3000

AccuMAX™ XS-555/L Luminance Sensor Detector
The perfect accessory for the AccuMAX Series meter. Ideal for technicians
performing radiographic examinations. Meets ASTM E1742 standard.

The AccuMAX XS-555/L luminance sensor detector measures the brightness
of a visible light source and, unlike many competitive units, allows the user the
choice of displaying the results in three distinct units of measure: candelas per
square meter (cd/m?), candelas per square foot (cd/ft?) and footlamberts (fL).

Specifications
Dimensions

Height 3.2in (8.1 cm)
Length 3.0in (7.6 cm)
Width 2.1in (5.3 cm)
Weight 6.4 0z (181 g)

Luminance Range
0 - 1,000,000 cd/m?
0 - 90,000 cd/ft?

0 - 285,000 fL

Technical Features

Readout Unit (XR-1000)

Resolution 4-digit autoranging display 128 x 64 dot
pixel chip on glass transmissive
monochrome LCD—2.8 in (7.1 cm)
diagonal illuminated (backlit)

Sampling Rate 7.5 Hz (single sensor)
15 Hz (dual sensor)

Read Update 2 Hz

Overall Accuracy Better than +5% with reference to NIST
standards

Temperature Coefficient +0.025%/°C (0 to 50°C)

Dual UV-A/isible Sensor Detector (XDS-1000) XRP-3000 Kit Includes:

Water-resistant USB cable with adapter ~ XCB-100

Irradiance Range Rubber hoot XRB-100
* UV-A Sensor 0-100 mW/cm’ Carrying case XCC-100
e Visible Sensor 0-5,300 lux (0-500 fc)
Power Requirements 10
Battery Operation Two non-rechargeable 9V alkaline \ /\
battery cells are included as standard ' \ / \
Dimensions 3
Readout Unit o 7 \ I \
Length 7.75in (19.7 cm) g [ \
Width 4.25in (10.8 cm) g ’ \
Thickness 1.25in (3.2 cm) £
Weight 0.8 b (360 g) '3 | | |
Sensor Detector 3 |
Length 4.751in (12.1 cm) ? /
Width 2.0in (5.1 cm) 2
Thickness 7/8in (2.2 cm) 1 ) / \
Weight 0.22 1b (100 g) ' / /
USB Cable 5 ft (1 5 m) ’ 0 300nm  350nm  400nm  450nm  500nm  550nm  600nm  650nm  700nm  750nm
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