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F1700 / PRSL 300
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Specifications Model: F1700/PRSL 300
F1700 PRSL 300
b Features Description
LCD 7" LCD (BOOx480) Resolution 640 x 480
. Dimension . 240mm x 154mm x 47mm . FOV [1 S50°
We I 1.3kg (2.86Ib) DOF I 3cm~ oo
| Water proof . IP57 . Probe head diameter . 30mm
| Drop resistance . m . Probe head material . Stainless steel
| Brightness adjustment . 10 levels . \water proof . Under water 10m for 30 minutes
' ' | 640x480, jpeg ' LED [ Front
Recording . 640x480, .mov . Working temperature . -10°C~60°C
= . Storage . SD card, up to 32G . Storage temperature [ -1 0°C~60°C
Media on My Phone 2 " [uss | Mass storage mode / Webcam mode . _
- i | AV output . NTSC / PAL . Diameter 340mm x 220mm x 420mm
| Audio input Built-in microphone . Material . Steel frame HDPE cable reel

“harging temperature 10°C~40°C Probe

5°C with battery Cable diameter @6.6mm

0°C~40°C with AC power ad: Lanath S0m7 50m

Working temperature

Storage temperature 0"C~B0°C

30m 6.9kg (w/F1700)
50m 8.2kg (w/F1700)

T " Weight
reeable Li battery, approximately 3.5 hrs et

Power supply

Reel Lock Console joint elbow

& App Store

[ WLAN



